
20 STERN AVE
SPRINGRELD, NEW JERSEY 07081
U.SA

TELEPHONE: (973) 37*2922
(212)227-6006

FAX: (973) 37*8900

1N3643thru 1N3647
1N4254thru 1N4257
1N5181 thru1N5184

FEATURES
• MICROMINIATURE PACKA8E
• VOIOLESS HERMETICALLY SEALED 6LASS PACKAGE
• TRIPLE LAYER PASSIVATION
• METALLUR6ICALLY BONDED
• LOWEST REVERSE LEAKAGE AVAILABLE
• LOWEST THERMAL RESISTANCE AVAILABLE
• MAXIMUM BREAKDOWN VOLTAOE PER DIE

• ABSOLUTE HIGH VOLTA8E/HI6H TEMPERATURE STABILITY

MAXIMUM RATINGS

Operating Temperature: - 65°C to + 175°C
Storage Temperature: -65°C to + 175°C

ELECTRICAL. CHARACTERISTICS
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NOTE1: Vp<S 250mA

WOTE2: Vp@ 100mA

NJ Semi-Conductors reserves the right to change test conditions, parameter limits and package dimensions without notice.
Information furnished hy NJ Semi-Conductors is believed to be both accurate and reliable at the time of going to press. However NJ
Semi-Conductors assumes no responsibility for any errors or omissions discovered in its use. NJ Semi-Conductors encourages
customers to verify that datasheets are current before placing orders.


