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1N454

GOLD BONDED DIODES

RATINGS Limiting values inaccordancewithche Absolute MaximumSystem

Voltages

Continuous reverse voltage VR max. 50 V

Repetitive peak reverse voltage VRRM max. 58 V

Non-repetitive peak reverse voltage (t< 1 s) VRSM max. 58 V

Currents

Forward current (d.c.)

Average rectified forward current
(averaged over any 20 ms period)

Temperatures

Storage temperature

Junction temperature

If max, 200 mA

'F(AV) max- 200 mA

rstg -65 to +85 °C

max. 85 °C

MECHANICAL DATA

DO-7
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The coloured band Indicates the cathode

CHARACTERISTICS

Forward voltage at Tj » 25 °C

Ip • 200 mA Vp < 1

Reverse current at Tj • 25 °C
VR ' 50 V IR < 50

VR = 58 V IR < 1000

N.I Serni-Condtictors reserves the right to change test conditions, parameter limits and package dimensions without notice.
Information furnished hy NJ Semi-Conductors is believed to he both accurate and reliable at the time of going to press. However N.I
Seini-C'onducturs assumes no responsibility for any errors or omissions discovered in its use. N.I Semi-Conductors encourages
customers to verirv that datasheets are current before placing orders.


