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20 STERN AVE.
SPRINGFIELD, NEW JERSEY 07081
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SERIES
1N4786-1N4800

1N4801-1N4815

TELEPHONE: (973) 376-2922
(212) 227-6005

FAX: (973) 376-8960

Controlled tuning ratio with planar reliability make the.'« diodes well suited
for frequency synthesizer, VCO and related electronic control and tuning
applications.

GENERAL SPECIFICATIONS (25°C unless noted)

Rating

Reverse Voltage

Reverse Voltage Leakage Current

Device Dissipation

Derate above 25°C

Junction Temperature

Storage Temperature

Case Capacitance

Series Inductance

Symbol

vn

'R

PD

Ti
%tg

cc

Ls

Value

As Specified

0.005 f/Adc Max @ rated VR

S.OtiMc Max @ rated VR; TA=150°C

400 mW Max

2.67 mW/°C

+175OC Max

-65°C to 200°C

IDO-14) 0.3pf TVP
(DO-7) 0.2plTyp

5 nH Typ

11*1

M -i- L- M

DinwMioni
L
M

N

0

OO-7

Min

1.000
0.019
0092

Mix
0.300

0.021

0.104

00-14
Min

1.000

0.018
0.108

MH
0.300

0.021

0.140

Dimvnuont in inchti; toeonwrl to miltirrMttrs, multiply by 25.4,

ELECTRICAL CHARACTERISTICS (TA = 25°)

Type No.*

1N47S6
1N4787
1N478B
1N4789
1N4790

1N4791
1N4792
1N4793
1N4794
1N4795

1N4796
1N4797
1N4798
1N4799
1 N4800

Cap 120%
@ 4V/1 MHz

P»

6.8
8.2

10.0

12.0

15.0

18.0

22.0
27,0

330
39.0

47.0

55.0

680
82.0

100.0

Q
@ 4V/50 MHz

Min

15
15
IS
15
15

15
15
15
15
15

IS
15
15
15
15

VR
Voltt
Min

25
25
25
25
25

20
20
20
20
20

20
15
15
15
15

Tunin
C.1/C4

Min

2,40

2.43

2.46

2.35
2.37

2.36

2.35

2.35
2.35

2.3S

2.33

2.32

2.30

2.26
2.24

9 Ratio
Cvn/C4

Max

.482

.473

.461

,457

.448

.497

.497

.496

.495

.494

.492

.560

.560

.560
.560

Cau

00-7

DO-7

DO-7
DO-7

DO-7

DO-7
DO-7

DO-7

00-7

DO-7

DO-7

DO-7

DO-7

DO-14
DO-14

1N4801
1 N4802
1N4803
1N4804
1N4805

1N4806
1N4807
1N4808
1N4809
1N4810

1N4811
1N4812
1N4813
1N48.14
1N4815

6.8
8.2

10.0

12.0

15.0

18.0

22.0

27.0

33.0

39.0

470
56.0

68.0

82.0

100.0

15
15
15
15
15

15
15
15
15
15

15
15
15
15
15

100
100
100
100
100

90
90
65
60
55

50
40
30
20
20

2.40

2.42

2.46

2.35
2.37

2.36
2.35

2.35

2.36

2.34

2.33

2.32

2.30

2.26
2.24

.285

.283

.283

.270

.247

.254

.252

.287

.295

.306

.325

,354
.406

.491

.490

DO-7

DO-7

DO-7

DO-7

DO-7

DO-7

DO-7

DO-7

DO-7

DO-7

DO-7

DO-7

DO-7

DO-7

DO-14

•Type Noi shown are (or ±20% Cap tolerance, tor 110% tolerance, specify Type No. with "A" suffix; for ±5% with "B"*u'fix; for +2% with "C"»ufflx.

NJ Stfini-Condiictors reserves the right to change test conditions, parameter limits and package dimensions without notice.
Information tumisheii by NJ Semi-Condnctors is believed to be both accurate and reliable at the time of going to press However N.I
Semi-Conductors assumes no responsibility tor any errors or omissions discovered in its use. NJ Semi-Conductors encourages
customers to ver i ty that datasheets are current before placing orders.


