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400 V -1,000 V Rectifiers
3.0 A Forward Current
70 ns Recovery Time

1N6616 1N6617
1N6618 1N6619

AXIAL LEADED
HERMETICALLY SEALED

ELECTRICAL CHARACTERISTICS AND MAXIMUM RATINGS
Part

Number

1N6616
1N6617

1N6618
1N6619

Working
Reverse
Voltage

(Vrwm)

Volts

400
600

800
1000

Average
Rectified
Current

(lo)

55-C(1)

Amps

3.0
3.0

3.0
3.0

100 C(2)

Amps

2.0
2.0

2.0
2.0

Reverse
Current
@ Vrwm

(Ir)

25 C

MA

1.0
1.0

1.0
10

100 C

MA

20
20

20
20

Forward
Voltage

(Vf)

25 C

Volts

1.7
1.7

1.7
1.7

Amps

3.00
300

3.00
3.00

1 Cycle
Surge

Current
tp=8.3ms

(Ifsm)

25' C

Amps

100
100

100
100

Repetitive
Surge

Current

(Ifrm)

25 C

Amps

20
20

20
20

Reverse
Recovery

Time
(3)

(Trr)

25 'C

ns

70
70

70
70

Thermal
Impedance

Oj.i

L=.125

'C/W

9
9

9
9

L=375

'C/W

20
20

20
20

L= 500

'C/W

25
25

25
25

Junction
Cap,

@50VDC
@ 1kHZ

(Cj)

25 C

PF

35
35

35
35

i
f

.180
Mf

(4.6)
vX.

1

.̂|

— — -

00(25.4)
MIN.

.185(4.7) .
MAX.

if fch
Ip- — J

.040 ±.003
(1.02 ±.06)

-w-

N.I Semi-Conductors reserves the right to change test conditions, parameter limits and package dimensions xvithout
notice. Information furnished hy N.I Senii-C'oinluctors is believed lo be both accurate and reliable at the lime ot'iioim;
to press. I lo\\e\er. N.I Semi-Cuiidiietors assumes no responsibility lor an\s or omissions discovered in its use.
N'.l Seini-C'i'iuhicinrs eneouraues msloiners to veri ly thai Jatasheels aiv ciinvnl bel'oiv plnciny orders.
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