
20 STERN AVE.
SPRINGFIELD, NEW JERSEY 07081
U.S.A.

TELEPHONE: (973) 376-2922
(212)227-6005

FAX: (973) 376-8960

2N2322 2N2326
2N2323 2N2327
2N2324 2N2328
2N2325 2N2329

SILICON CONTROLLED RECTIFIER
1.6 AMPS, 25 THRU 400 VOLTS

TO-39 CASE

Series types are hermetically sealed Silicon
Controlled Rectifiers designed for sensing
circuit applications and control systems.

MARKING: FULL PART NUMBER

MAXIMUM RATINGS: (TC=25°C unless otherwise noted)

SYMBOL 22 23

Peak Repetitive Forward Voltage VDRM 25 50

Peak Repetitive Reverse Voltage VRRM 25 50

Non-Repetitive Peak Reverse Voltage VRSM ^0 ^

RMS On-State Current 'l(RMS)

Average On-State Current (Tc=85°C) If(AV)

Peak One Cycle Surge (t=8.3ms) ITSM

Peak Gate Power PGM

Average Gate Power PG(AV)

Peak Gate Current IQM

Peak Gate Voltage VGM

Junction Temperature Tj

Storage Temperature TS(g

ELECTRICAL CHARACTERISTICS: (TC=25°C unless otherwise noted)
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SYMBOL

IDRM- 'RRM
IGT

IH

VGT

TEST CONDITIONS

Rated VDRM. VRRM. RGK=I -
VD=6.0V, RL=100D

vD=6.ov, RGK=i.okn
VD=6.0V, RL=1000

iTM=i.oA,tp=380u8
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N.I Seini-ConUuctors reserves the right to change test conditions, parameter limits and package dimensions without notice.
Information tumished hy NJ Semi-ConJuclors is helieved to he hoth accurate and reliable at the time of going to press However N.I
Scmi-Cnnductors assumes no responsibility for any errors or omissions discovered in its use. NJ .Serni-ConUiictors encourages
customers to verit'v that datusheets are current before placing orders.



2N2322 2N2326
2N2323 2N2327
2N2324 2N2328
2N2325 2N2329

SILICON CONTROLLED RECTIFIER
1.6 AMPS, 25 THRU 400 VOLTS

TO-39 CASE - MECHANICAL OUTLINE

LEAD #2

LEAD #1 LEAD #3

R1

DIMENSIONS

SYMBOL
APIA)
B 1DIA)

C
D
E

F (DIA)
G (DIA)

H
I
J

INCHES
MIN

0.335
0.315

-

0.240
0.500
0.016

MAX
0.370
0.335
0.040
0.260

-
0.021

0.200
0.100

0.028
0.029

0.034
0.045

MILLIMETERS
MIN
8.51
8.00
.

6.10
12.70
0.41

MAX
9.40
8.51
1.02
6.60
.

0.53
5.08
2.54

0.71
0.74

0.86
1.14

LEAD CODE:
1) CATHODE
2) GATE
3) ANODE (case)

MARKING: FULL PART NUMBER

TO-39 (REV: R1)


