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20 STERN AVE.
SPRINGFIELD, NEW JERSEY 07081

TELEPHONE: (973) 376-2922
(212)227-6005

USA 2N4272
BIPOLAR NPN

SILICON TRANSISTOR
FEATURES

GENERAL PURPOSE NPN TRANSISTOR

HERMETICALLY SEALED METAL PACKAGE

ABSOLUTE MAXIMUM RATINGS (Tcase = 25°C unless otherwise stated)

VCBO Collector - Base Voltage

VCEO Collector - Emitter Voltage
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lc Continuous Collector Current

Ptot Power Dissipation

RQJC Thermal Resistance Junction to Case

TJ,Tstg Operating and Storage Temperature

180V

140V

6V

2.5A

10W

15°C/W

55 to 175°C
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ELECTRICAL CHARACTERISTICS (Tc = 25°C unless otherwise stated)

Parameter

V(BR)ceo Collector - Base Breakdown Voltage

V(BR)CEO Collector - Emitter Breakdown Voltage

V(BR)EBO Emitter - Base Breakdown Voltage

ICBO Collector - Base Cut-off Current

ICEO Collector - Emitter Cut-off Current

^CE(sat) Collector - Emitter Saturation Voltage

VBE Base - Emitter Voltage

hFE Static Forward Current Transfer Ratio

Test Conditions

lc=100^iA IE = 0

lc = 10mA IB = 0

!E=100^iA lc = 0

VCB=175V IE = 0

VCE = 10V IB = 0

lc = 500mA IB = 50mA

|C=1A VCE=10V

IC=1A VCE=10V

Min.
180

140

6

I
20

Typ.

I
1

Max.

100

10

0.6

1.1
140

Unit

W

HA
mA

w
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NJ Semi-Conductors reserves the right to change test conditions, parameter limits and package dimensions without
notice. Information furnished by NJ Semi-Conductors is believed to be both accurate and reliable at the time of going

, to press. However, NJ Semi-Conductors assumes no responsibility for any errors or omissions discovered in its use.
NJ Semi-Conductors encourages customers to verify that datasheets are current before placing orders.

Quality Semi-Conductors


