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High Voltage Diodes -Axial Lead
•

Part
Number

M50FF3
M100FF3

M50FF5
M100FF5

Working
Reverse
Voltage

(Vrwm)

Volts

5000
10000

5000
10000

Average
Rectified
Current

(lo)

5 5 C ( 1 )

mA

40
20

40
20

100°C(2)

mA

20
10

20
10

Reverse
Current

@ Vrwm

(Ir)

25°C

MA

0.1
0.1

0.1
0.1

100'C

MA

10
10

10
10

Forward j 1 Cycle i Repetitive
Voltage

(Vf)

25°C

Volts

12.5

25.0

12.5

25.0

mA

40
20

40
20

Surge
Current

tp=8.3ms
(Ifsm)

25 'C

Amps

2.0
1.0

2.0
1.0

Surge
Current

(Ifrm)

25'C

Amps

0.4
0.2

0.4

Reverse Thermal
Recovery

Time
(3)

(Trr)

25 C

ns

30
30

50

I npedance

OJL

L=.000

:C/W

18
18

18

L=.125

°C/W

30
30

30
0.2 50 18 30

L=.250

•cm

50
50

50
50

Junction
Cap

@50VDC
@ 1kHZ

(Cj)

25 C

pF

1.0
0.5

10
0 5

-M-

.130(3.30)
MAX.

— A -

Pan

M50FF3

M100FF3

M50FF5

M100FF5

A

.225(5. 72) MAX.

.300(7.62) MAX.

.225(5.72) MAX.

.300(7.62) MAX.

1.30(33.02) MAX.
1.00(25.40) MIN.

.020 ±.003
(.51 ±.08)

NJ Semi-Conductors reserves the right to change test conditions, parameter limits and package dimensions without
notice. Information furnished by NJ Semi-Conductors is believed to be both accurate and reliable at the time of going
to press. However. NJ Semi-Conductors assumes no responsibility for any errors or omissions discovered in its use.
NJ Semi-Conductors encourages customers to verify that datasheets are current before placina orders.
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