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MRF138

VHP POWER MOSFET
N-Channel Enhancement Mode

TELEPHONE: (973) 376-2922
(212)227-6005

FAX: (973) 376-8960

DESCRIPTION:

MRF138 is a N-Channel
enhancement mode MOSFET,
intended for use in 28V applications up
to 175 MHz.

FEATURES:
• PG = 17 dB Typ. at 30 W /30MHz

• 30:1 Load VSWR Capability

• Omnigold™ Metalization System
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TEST CONDITIONS

VGS = 0 V bs = 1.0 mA

VDS = 28 V VGS = 0 V

VDS = 0 V VGS = 20 V

VDS = 10V ID = 10mA

VDS = 10V ID = 2.5mA
I

VDS = 28V VG S=OV f= 1.0 MHz

VDD = 28V IDQ= 100mA POUT = SOW
P,N = 1.5 W f= 175 MHz
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NJ Semi-Conductois reserves the right to change test conditions, parameter limits and package dimensions without
not.ce. fnrorrrmt,on furnished b> N.I Semi-Conductors is believed to be both accurate and reliable at the time oTaonfz
to press. However. NJ Semi-Conductors assumes no responsibility for any errors or omissions discovered in its use
VI Vmi-l oniluctors eriunmiges customers to verity that datasheets are current before placing orders.


