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2,500 V -10,000 V Rectifiers
0.50 A -1.5 A Forward Current
100 ns Recovery Time

ELECTRICAL CHARACTERISTICS AND MAX
Part

Number

Z25UFG
Z50UFG
Z100UFQ

Working
Reverse
Voltage

(Vrwm)

Volts

2500
5000
10000

Average
Rectified
Current

(lo)

55°C(1)

Amps

1.50
1.00
0.50

100°C(2)

Amps

1.00
0.50
0.25

Reverse
Current
@ Vrwm

(lr)

25°C

MA

1.0
1.0
1.0

100°C

uA

25
25
25

Forward
Voltage

(Vf)

25°C

Volts

7.5
10.5
14.0

Amps

2.00
1.00
0.60

1 Cycle
Surge

Current
tp=8.3ms

(Ifsm)

25°C

Amps

60
40
25

Repetitive
Surge

Current

(Ifrm)

25°C

Amps

10
8
5

MUM RATINGS
Reverse
Recovery

Time
(3)

(Trr)

25°C

ns

100
100
100

Thermal
Impedance

OJ-L

L=000

"C/W

3
3
3

L-125

"C/W

6
6
6

L-250

°C/W

12
12
12

Junction
Cap.

@50VDC
@1kHZ

(Cj)

25°C

PF

20
16
8

.215(5.5) , A .

r MAX. ~1 p~

1
1.00(25.4)

MIN.
.040 ±.003

h*~ (1.02 ±.08)

Part

Z25UFG
Z50UFG

Z100UFG

A

.350(8.89) MAX.

.400(10.16) MAX.

-M-

Qualify Semi-Conductors


